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BULK HANDLING & WOOD PROCESSING

SIWERTELL SHIP LOADER - HONG KONG

UNLOADER AND LOADERIN ONE SOLUTION

Castle Peak Power Station's combined Siwertell unloader/loader saves
space on the jetty and maintains an environmental focus with dust-free
loading of gypsum and unloading of limestone.

About

With the environment in mind, Wuhan Kaidi Electric Power Environmental Co
Ltd ordered a combined Siwertell unit for its Castle Peak Power Station in
Hong Kong. It has been operational since 2010 and currently handles the
import of limestone and the export of gypsum.

The combination of unloading limestone and loading gypsum is an excellent
solution. The power plants use limestone for cleaning exhaust gases, while
the gypsum is a by-product from this cleaning process. By using one unit, the
power plant has a cost-effective tool to handle both imports and exports.

The unloading operation is carried out by a traditional Siwertell screw
conveyor system, which is well known for its reliability and dust-free
operation. The loading operation employs a loading boom based on a belt
conveyor and a special loading bellows system, which transfers the gypsum
from the plant into open barges.

To guarantee a dust-free operation, both parts of the unit are equipped with
dust collectors that create negative pressure in the conveying lines.

In addition to environmental considerations, one of the reasons for choosing
a combined Siwertell unit instead of two traditional separate units was that
there were space limitations on the jetty; the length of the jetty simply could
not accommodate two separate units. By using the same gantry for both
loading and discharge operations, the total width of the unit could be
reduced by almost 50 percent compared to two separate systems.

The Siwertell unit has two operator cabins - one for the loader and one for
the unloader - that ensure the highest possible comfort levels. Both cabins
are equipped with air conditioning systems and ergonomic chairs and the
operators have full visibility through the special cabin glass into the ship
holds.

A 10-tonne capacity heavy duty auxiliary hoist is also installed on the
horizontal boom of the unloader. It is used to lift a front end loader into the
ship for the final stages of any clean-up operation and is a useful addition for
the crew.

FACTS

CATEGORIES:

¢ Ship Loading
¢ Ship Unloading

MATERIALS:

¢ Limestone
e Other

CUSTOMER:
Castle Peak Power Company Ltd

ADDITIONAL FACTS:

Unloading capacity 350t/h
(limestone)

Loading capacity 350t/h
(gypsum)
Maximum ship size Barges

Links

PRODUCTS:

¢ Ship loading

¢ Ship unloading
LOCATION:

Castle Peak, Hong Kong
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Regional Sales Manager, East Asia
Ola Jeppsson

+46 709741183
ola.jeppsson@bruks-siwertell.com

SCAN THE QR-CODE:
View the Case online

Printed: 20 Mar 2026 / Source: https://bruks-siwertell.com/cases/ship-loader-hong-kong

mn



http://www.tcpdf.org

