MOBILE CHIPPER

806.2 STC

Product data sheet

Transport heigth (A) [mm] 2590 Diameter chipper drum[mm] 800
Length (B) [mm] 6400-6600 Infeed opening W xH [mm] 850 x 720
Transport width(C) [mm] 2800-2950 Adjustable chip length [mm] 10- 45
Width infeed table (D) [mm] 2100 Max diameter, softwood[mm)] 500
Width infeed (E) [mm] 850 Max diameter, hardwood [mm)] 400
Weigth complete unit approx [ton] 13-14 Capacity [m3/h] 100-200
Power Scania industry engine [hp] 500

Alternative equipment

To equip your machine to optimum performance,
BRUKS offers different choices: 5-roll infeed table, Diffe-
rent sets of chipper drums. Chip screens in diffrent sizes.
Chip tubes in different sizes. Dual chip deflector. Extra
high dumping yokes. Chip bin 21m3, Chip bin 25m3.

Optional equipment

The optional / additional equipment you can choose: Fire
extinguishing system. Dual pedals. Monitor for reversing
camera. Filling equipment for fuel and hydraulic oil.
Engine preheater, Webasto. Knife box. LED work lights.
Remote radio control. Dialing modem for troubleshoo-
ting support. Diffrent mounting sets. Weighing equipme-
nt. Air compressor.
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This data sheet is created to illustrate a typical installation of the intended model. BRUKS reserves the right to change specifications and design without prior message. Contact your local dealer for details. Dimensions and

weights are only guideline on specified type of complete installation. Dimension and weights will be affected to chosen equipemnt and performance.w



